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Rare-earth doped crystals have numerous applications ranging from frequency metrology to quan-
tum information processing. To fully benefit from their exceptional coherence properties, the effect
of mechanical strain on the energy levels of the dopants - whether it is a resource or perturbation
- needs to be considered. We demonstrate that by applying uniaxial stress to a rare-earth doped
crystal containing a spectral hole, we can shift the hole by a controlled amount that is larger than
the width of the hole. We deduce the sensitivity of Eu3+ ions in an Y2SiO5 matrix as a function of
crystal site and the crystalline axis along which the stress is applied.
PACS numbers: 42.50.Wk,42.50.Ct.,76.30.Kg
Rare-earth ions embedded in a crystalline matrix,
at cryogenic temperatures, exhibit optical transitions
with excellent coherence properties [1] combined with
the ease of use of solid state materials. Such proper-
ties can be used for example in classical [2] and quan-
tum [3–6] information processing schemes, quantum op-
tical memories [7, 8], quantum probes of photonic ef-
fects [9], and in ultra-high-precision laser stabilisation
and spectroscopy [10–12]. In these materials, randomly
distributed perturbations from the local matrix result
in a broad inhomogeneous profile of the ion absorption
spectrum, but spectral hole burning techniques can be
used to realize narrow spectral features with a resolu-
tion only limited by the individual doping ions. More-
over, as the spectral properties of the individual ions
are sensitive to the surrounding crystalline matrix, ex-
ternal stress applied to the crystal in the plastic regime
will frequency displace a previously imprinted spectral
hole, providing an interesting resource for tuning spectral
holes reversibly, in addition to probing stress fields in a
spatially resolved manner. Other applications of stress
sensitivity can be found in the field of quantum opto-
mechanics [13], where the vibrations of a mechanical res-
onator modulate the energy levels of quantum two-level
system emitters embedded in the resonator material it-
self, as observed experimentally in resonators containing
quantum dots [14] or Nitrogen-Vacancy centers [15–17],
and proposed theoretically for rare-earth ions doped res-
onators [18, 19].
In this work, we concentrate on Eu3+ ions in a Y2SiO5
host matrix (Eu:YSO) at a temperature of 3.15 K, as this
material exhibits one of the narrowest optical transitions
among solid-state emitters. We exploit the 580 nm opti-
cal transition 7F0 → 5D0 which possesses near lifetime
limited coherence times in the ms range [20, 21]. The
YSO crystal has two non-equivalent locations within the
unit cell where Eu3+ can substitute for Y3+, referred to
as site 1 and 2 (vacuum wavelengths of 580.04 nm and
580.21 nm, respectively). We use the technique of spec-
tral hole burning to benefit from the narrow homoge-
neous linewidth and at the same time the large signal
to noise ratio coming from working with an ensemble of
ions. Spectral holes are formed by resonant optical ex-
citation and decay of the ions into other long-lived (sev-
eral hours) dark states, in our case other hyperfine states
within the electronic ground state manifold [22]. Sub-
sequently scanning the frequency of a weak optical field
across the hole will allow observing the structure. The
impact of the scanning on the long-lived persistent spec-
tral features is negligible during the typical time constant
of the experiment (a few minutes for 5 to 6 scans).
The experimental setup is shown in fig. 1. The laser
system is based on two fiber-coupled extended cavity
cw diode lasers (ECDL), referred to as master and
slave laser, operating at 1160 nm, delivering 65 mW each.
The master laser is frequency locked (locking bandwidth
around 800 kHz) by the Pound-Drever-Hall method to a
commercial reference cavity exhibiting a fractional fre-
quency instability below 10−14 for time constants of 1-
100 s, producing a radiation with a few Hz linewidth.
The slave laser is offset phase locked to the master laser
(lock bandwidth of typically 1 MHz) and frequency dou-
bled in a PPLN waveguide (with free space output) to
produce 4.5 mW of radiation at 580 nm. The slave laser
at 580 nm benefits from the spectral purity and stabil-
ity imposed by the reference cavity, but with an offset
frequency that can be tuned.
Further control of the 580 nm laser field generated by
the slave laser is provided by an acousto-optic modulator
(AOM) used in double-pass configuration and driven by
an RF signal generated by a computer controlled FPGA
(Field-Programmable Gate Array). By choosing accord-
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2Figure 1: Schematics of the experimental setup used for
measuring the strain-sensitivity. The following abbreviations
are used: ML Master Laser; SL Slave Laser; PDH Pound
Drever Hall; APD1 and APD2 Avalanche Photo Detector 1
and 2; PLL Phase Lock Loop; PII Proportional double In-
tegrator corrector; AOM Acusto-Optical Modulator; FPGA
Field-Programmable Gate Array and LPF Low Pass Filter.
The λ/2 waveplates and Glan polarizer are used to adjust the
intensity of the optical power.
ingly the reference Fabry-Perot cavity mode onto which
the master laser is frequency locked, and the frequency
difference between the master and the slave lasers, we
ensure that the frequency of the slave laser at 580 nm
is positioned near the center of the Eu:YSO crystal ab-
sorption profile (for either site 1 or site 2). The 580 nm
light beam from the slave laser then passes through a
λ/2 waveplate and a Glan polarizer for tunable attenua-
tion, and lenses are used to adjust the beam diameter to
6 mm, followed by a tunable apperture which allows re-
stricting the beamsize further. A second polarizing beam
splitter then allows splitting the beam in two parts, one
sent directly to a silicon avalanche photodiode (APD1 in
fig. 1), the other passing through the crystal after po-
larization tuning via a final λ/2 waveplate, before being
sent to a second avalanche photodiode (APD2). This last
waveplate allows to tune the polarization (parallel to the
D1-axis) for optimum absorption in the crystal [23].
When burning a spectral hole, the first waveplate is
rotated such that the optical power is maximum at the
crystal and a single tone is applied to the AOM, pro-
ducing typically 70µW/cm2 during 0.5 s. When prob-
ing the hole, the AOM is driven with an appropriate
RF waveform so as to produce two optical tones [24],
separated by 800 kHz, jointly frequency scanned at
100 kHz/s, one of them in the vicinity of the spectral
hole. The first waveplate is also rotated to decrease
optical power (400 nW/cm2 in each mode). The cor-
responding detected beatnotes on the APDs (800 kHz)
are up-converted to 8.8 MHz (by mixing with an 8 MHz
signal), digitized, digitally down-converted to base-band
and streamed to a computer, which filters them in a
15 kHz bandwidth and extracts the transmission of the
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Figure 2: Schematics of mount and motorized piezo-stage,
with which we can deposit (or remove) a given number of
weights on the top of the crystal inside the cryostat, allowing
to apply several different values of a calibrated stress to the
crystal. The inset shows a zoom on the inside of the staircase-
like structure.
crystal from the comparison between the amplitude of
the signals from APD1 and APD2. This particular data
processing allows minimizing excess low-frequency noise
of photodiodes, amplifiers and analog to digital convert-
ers.
We use a commercial closed cooling cycle cryostat
(OptiDry from MyCryoFirm) to maintain the crystal at
3.15 K with a passive vibration isolation stage between
the cooler and the science chamber and a commercial ac-
tive vibration canceling platform supporting the science
chamber itself. The chamber is composed of a thermally
stabilized 3.15 K copper plate and enclosing shield, with
25 mm diameter windows for optical access.
The Eu:YSO crystal is grown by Czochralski process
with 0.1 at.% europium doping. After x-ray orientation,
it is cut into a 8× 8× 4mm3 cuboid, such that the opti-
cal beam can propagate along the crystallographic b-axis,
and the two other facets are oriented along the principal
dielectric axes D1 and D2, parallel to which we wish to
apply mechanical stress. The two largest facets, perpen-
dicular to the b-axis, are polished for optical beam propa-
gation and set with a small relative angle (2◦) to prevent
intrusive Fabry-Perot cavity build-up. In order to apply
the stress parallel to the D1-axis, the crystal is oriented
such that this axis is in the vertical direction. We then
rotate the crystal 90◦to perform the measurements with
a stress applied parallel to the D2-axis. The crystal is
mounted in the science chamber inside the cryostat, on
a specially designed pedestal, see fig. 2.
The strain-sensitivity of the Eu3+ ions in the YSO
matrix when applying an isotropic pressure by chang-
ing the helium gas pressure inside a cryostat has been
measured by another group [11]. However, for all appli-
cations discussed above, the uniaxial strain sensitivity is
needed, which requires applying a calibrated force inside
the cryostat in a single, given direction. To achieve this,
we have used a staircase-like structure (see inset in fig. 2)
of which the vertical position is controlled by a motor-
3−400 −200 0 200 400
Applied stress [Pa]
−100 −50 0
Frequency [kHz]
0.00
0.25
0.50
0.75
1.00
T
ra
n
sm
is
si
o
n
[a
rb
.]
0 50 100
Frequency [kHz]
−500 −250 0 250 500
Applied stress [Pa]
−100
0
100
F
re
q
u
en
cy
sh
if
t
[k
H
z]
b)a)
Center frequency shift for each spectrum
D1S1
D1S2
D2S1
D2S2
Figure 3: When stress is applied to the crystal, the profiles of the spectral holes shifts in frequency. a) Behavior of spectral
hole under stress corresponding to the crystal site 2, with stress applied parallel to D1 (D1S2). Positive values of the stress
correspond to adding weights one by one following the spectral hole burning, whereas negative values correspond to burning
the holes with all the weights on the top of the crystal, and then, removing them, one by one. b) Displacements of the center
of the spectral hole for different axes (D1 and D2) parallel to which the stress is applied and different crystal sites (S1 and S2),
with linear fits to the data.
ized platform situated inside the cryostat, providing a
simple way of placing a variable number of objects on
the top of the crystal. The weights of the objects have
been measured prior to insertion in the cryostat in order
to provide a well-calibrated force. We start the sequence
by burning a spectral hole with no weights on the crystal,
and we then add them one by one, each time recording
the profile of the spectral hole. The beam diameter for
probing is approx. 2 mm (which is small compared to
the polished facet of the crystal). For verification, the
measurements are also repeated by burning the spectral
hole with all weights on the top of the crystal, and then
removing them one by one, recording the spectra (corre-
sponding to negative stress). The measurements are also
repeated in several different locations of the crystal, to
ensure that the strain field is homogeneous.
To create a sufficiently homogeneous strain field, we
use a 3-axis piezo translation stage, 2 of these axes be-
ing used for fine centering of the weights on the crystal,
and the last, vertical axis, for operating the staircase de-
position structure. As the energy transitions in Eu3+
are not only sensitive to mechanical strain, but also elec-
tric fields [25–27], special care is required to eliminate
uncontrolled residual electrical field and charges. In par-
ticular, the motorized platform and crystal both have
been surrounded by independently grounded aluminum
shields and cover. Finally, for the weights to produce
homogeneous strain in the crystal, we found it necessary
to add a layer (approx. 1 mm thick) of powderized YSO
which does not contain europium ions (micrometer typi-
cal grain size) on the top and bottom of the crystal. We
further noticed that the silver lacquer commonly used in
cryogenics for ensuring good thermal contact between the
crystal and the cold finger was producing comparatively
large, unpredictable stress to the crystal and had to be
avoided. The thermalization of the crystal relying solely
on radiation and heat-exchange through the top and bot-
tom powder layers, a typical waiting time of 5 minutes
is used to reach steady state when necessary, in particu-
lar after operation of the translation stages for relatively
large (more than 5 mm) excursions (which was found to
momentarily perturb the temperature stability). The fre-
quency drift of the cavity is continuously monitored us-
ing the beatnote of our laser with a frequency comb (not
shown in fig. 1), but the drift consistently turns out to
be negligible.
An example of the displacement of a spectral hole con-
sisting of ions occupying the crystal site 2 when applying
uniaxial stress along the D1 crystalline axis is shown in
fig. 3 a). In addition to the displacement of the center
of the spectral hole, we also observe a broadening of the
profile, which is partly due to inhomogeneities on the
microscopic level in the different ions’ response to ap-
plied strain, as observed in other rare-earth doped sys-
tems [28, 29], partly due to a residual inhomogeneity in
the applied strain.
The measurements are repeated when applying stress
along both the D1 and D2 crystalline axis and for both
crystal site 1 and 2. In fig. 3 b) we plot the frequency
shift of the center of the spectral hole as a function of
the stress applied to the crystal, for the different axes
and crystal sites. The largest contribution to the errors
stems from the inhomogeneity in direction and amplitude
of the strain. We include this uncertainty by assigning
horizontal error-bars inferred from measurements of the
displacements in different locations in the crystal (plus
a minor contribution from the uncertainty of the mea-
surements of the weights), and a vertical error-bar which
reflects the full-width-half-maximum of the spectral hole.
We observe a systematic tendency of some data points
4to be marginally above the linear fit in fig. 3 b). This
phenomenon may need a further study, but a possible
explanation is that the operation of the translation stage
locally creates a minute increase in temperature (despite
the waiting time) at the position of the crystal. As the
resonant frequency of the hole is also dependent on the
temperature [11], the heating gives rise to a small system-
atic frequency shift which is positive for both positive and
negative stresses applied, and has no or negligible impact
on the final values of the slopes extracted from the lin-
ear fits. Finally, we have repeated the measurements for
spectral holes situated in different parts of the inhomo-
geneously broadened profile, and again, we obtain stress
sensitivities confined to within the error-bars. We ob-
serve that, within the range of the measurement, the cen-
tral shifts are linear with the applied stress and extract
proportionality coefficients from fits. The weighted aver-
age of several data sets provides the final values, shown
in the table below, where the stated uncertainty stems
from a combination of the square root of the relevant di-
agonal elements of the covariance matrix terms for each
fit and repeatability of the measurement series:
Axis Site Hz Pa−1 THz Strain−1
D1 1 46 ± 17 6.2 ± 2.3
D1 2 137 ± 16 18 ± 2.2
D2 1 -19 ± 10 -2.6 ± 1.4
D2 2 -213 ± 13 -29 ± 1.8
As described above, these values are obtained by
studying the displacement of a spectral hole, but the val-
ues directly apply to the shifts of the energy levels of the
individual europium ions constituting the spectral hole.
Other systems potentially suitable for strain-coupled
quantum systems such as NV and SiV centers in diamond
tend to exhibit a somewhat higher sensitivity for optical
transitions. In particular, maximum sensitivities as high
as 1000 Hz/Pa in NV− centers [30] and 1800 Hz/Pa in
SiV− centers [31] have been reported, a factor of five to
ten larger than for the system reported here. However,
the sensitivity should be compared to the linewidth of the
corresponding optical transitions, which can be as low
as 122 Hz for the considered transition in Eu:YSO [20],
whereas the corresponding optical transitions (for the
zero-phonon line in bulk material) is 13 MHz in NV− [32]
and 322 MHz in SiV− [33], both already close to the life-
time limited value. This is at least 5 orders of magnitude
larger than for the europium ions.
Although for most physical applications, the sensitiv-
ity to stress is the most relevant quantity, in order to
compare different systems from a microscopic point of
view, the sensitivity per strain is preferably used, which
is independent of the stiffness of the crystal. These val-
ues, also given in the table, are calculated using a Young
modulus for YSO of 135 GPa. Due to the high Young
modulus in diamond (1220 GPa), on a microscopic level,
the strain sensitivity is increased by an additional order
of magnitude in these systems. The smaller sensitivity
for the rare-earth dopants partly stems from the protec-
tion of the 4f -orbitals (within which the optical transi-
tion takes place) by the outer s and p orbitals - the same
effect being in part the origin of the long coherence times.
The strain sensitivity in Eu:YSO can be used in a va-
riety of contexts. Utilized as a differential accelerome-
ter or relative gravimeter, with a test mass of 1 kg and
staying well below the elastic limit of YSO (approx.
100 MPa [34]), our 8 × 8 × 4 mm3 crystal in this con-
figuration would exhibit a frequency shift of 6.6 MHz per
m.s−2 in the most sensitive site and direction. Assum-
ing shot noise limited dispersion-based detection of the
position of the spectral hole [12] with typical slope of
0.1 mrad/Hz, with 100 nW of probing power, this cor-
responds to a sensitivity of 1 × 10−6 rad/√Hz / (660
rad/m.s−2) = 1.4×10−9 m.s−2/√(Hz). This is compet-
itive with all existing commercial technology accelerom-
eters, and could hold promise as an interesting novel ap-
plication of rare-earth doped materials.
On the other hand, in applications requiring extreme
frequency stability of the spectral hole, such as ultra-
stable cw laser realization for optical atomic clocks [11,
12], the sensitivity sets a limit to the level of acceptable
residual mechanical vibrations. For instance, in order
to obtain a laser with a relative frequency stability of
10−18 at 1 s by locking it to a spectral hole would require,
considering only the least sensitive direction and crystal
site, a noise level below approx. 10−6 m.s−2/
√
(Hz) near
1 Hz frequency (which is likely within reach). Special
mounting of the crystal, in the spirit of that described in
ref. [11] or commonly used with ultra-stable Fabry-Perot
cavities (see for example ref. [35]), can be designed, with
the help of the presented measurements, to largely com-
pensate the effect of acceleration-induced deformations
due to residual vibrations. Finally, in the context of
strain-coupled nano-optomechanics, the measured uniax-
ial strain sensitivity should be sufficiently large to provide
a direct observation of quantum features of a mechanical
resonator, such as the zero point motion [18, 19].
In conclusion, our demonstration of mechanical tun-
ability of the frequency of a spectral hole in Eu3+:Y2SiO5
at cryogenic temperature, combined with quantitative
measurements of the uniaxial stress sensitivity, evidence
an important fundamental effect that may be utilized
in a large variety of applications ranging from high pre-
cision measurements to quantum nano-optomechanics.
Moreover, due to the long lifetime of the spectral fea-
tures, this tunable quantum hybrid system thus poss-
eses an inherent memory, which is unique among solid-
state emitters. The low degree of symmetry of the two
non-equivalent substitution sites as well as of the crys-
tal itself makes it extremely challenging to calculate the
stress sensitivity coefficients ab initio. Therefore, our
5measurements are essential in order to predict the rele-
vance and limitations of the many potential applications
of this system, in addition to serving as an input for
theoretical models. The strain sensitivity of the 580 nm
transition in Eu3+:Y2SiO5 is a factor of 5 to 10 times
smaller than values measured for optical transitions in
other dopants such as NV and SiV centers in diamond.
However, the homogeneous linewidth for europium ions
can be 5 orders of magnitude narrower than the corre-
sponding optical transition in NV and SiV systems, mak-
ing rare-earth doped systems interesting candidates for
strain-engineered quantum systems relying on a transi-
tion which can be directly addressed optically.
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